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Log of Revisions

DESCRIPTION

APPROVED DATE

Revised Placard No. 1:

"In full view of the pilot'was'on
the instrument panel in full view
of the pilot."

Optional Propeller added,
Sensenich M 80BMM.

Added engine limitation note
for Sensenich M80BMM prop

Added Propeller Designation

Allocated Piper Report No,
VB-170 to this Manual.

Propeller Section: Added
high pitch stop callout and
tolerance.

Retyped without change
for clarity.

Procedures Section: Revised
Item 5 and Added Item 8.

Placards Section: Item 3 -
Changed the word "AutoPilot"
to read "AutoControl II".
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17 3 Placards Section; Added Items 7
and 8.
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2,3 Retyped Pages i /:1/7
G. C, Stephén
FAA DOA SO-1
19 6,7 Procedures Section: Added Item 10
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PIPER “lcll” cﬂll’. Airplane Flight Manual
DEVELOPMENT CENTER, VERD BEACN, FLA, | Model PA-28-235

REPORT VB-170 MeE _30f 7

Placards (Cont'd)

Airspeed
Instrument
- Markings

5. Adjacent to the throttle for AutoControl II installation:

"AUTOCONTROL LIMITATIONS. "

1. Automatic Pilot to be off during takeoff and 1anding.
2. Automatic Pilot use prohibited above 175 mph.C. A. S,

6. On the instrument panel in full view of the pilot when the Auto-
Flite is installed:

"FOR HEADING CHANGES: PRESS DISENGAGE SWITCH ON
CONTROL WHEEL. CHANGE HEADING, RELEASE DISEN- -
GAGE SWITCH."

7. On the instrument panel in full view of the pilot when the Auto-
Flite II is installed;

"TURN AUTOFLITE ON. ADJUST TRIM KNOB FOR MINIMUM
HEADING CHANGE. FOR HEADING CHANGE, PRESS DISEN-
GAGE SWITCH ON CONTROL WHEEL, CHANGE HEADING,
RELEASE SWITCH. ROTATE TURN KNOB FOR TURN COM-
MANDS., PUSH TURN KNOB IN TO ENGAGE TRACKER. PUSH
TRIM KNOB IN FOR HI SENSITIVITY. LIMITATIONS AUTO-
FLITE OFF FOR TAKEOFF AND LANDING. "

8. On the instrument panel in full view of the pilot when the supple-
mentary white strobe lights are installed;

"WARNING - TURN OFF STROBE LIGHTS WHEN TAXIING IN
VICINITY OF OTHER AIRCRAFT, OR DURING FLIGHT
THROUGH CLOUD, FOG OR HAZE."

RED radial line Never Exceed 197 mph (171 kaots)
YELLOW arc Caution Range 156 to 197 mph

4 Smooth Air Only (136 to 171 knots}
GREEN arc Normal Operating 70 to 156 mph

' Range (61 to 136 knots)
WHITE arc Flap Down Range 61 to 115 mph

(53 to 100 knots)
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