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Requirements for the Handling of Previously Owned Vehicles (POV)

The Port Authority of New York and New Jersey (the “Port Authority”), as the owner/operator of
certain port facilities in the Port of New York and New Jersey, is dedicated to the safety and security
of the marine terminal facilities, the public berths, and the assets and individuals that interact with
our port facilities.

The following requirements apply to the receiving and loading of POV’s onboard vessels and the
emergency preparedness of vessels receiving POVs in the Port of New York and New Jersey.

Cargo Receiving:

1.

5.

Hybrid, EV, fuel celled, and compressed gas POVs are strictly prohibited from being loaded
onboard a vessel at Port Authority port facilities.

Each POV must be inspected by designated personnel, to confirm that there are no personal
effects or other items in the vehicle. If any such items are found in the vehicle, such items
must be removed before loading the vehicle onto a vessel at Port Authority port facilities.

Any leakage of fuel, oil, or other fluid observed coming from the POV shall result in the
POV being prohibited from being loaded on a vessel at Port Authority port facilities.

“Non runners” must have the battery removed entirely from the vehicle’s engine
compartment prior to being loaded onboard the vessel.

All vehicles will be confirmed to have less than V4 (25%) of fuel present in the tank.

Cargo Loading:

6.

All “non-runners” must be loaded onto the vessel by equipment that is (i) specifically fit
for the purpose of lifting or towing vehicles (either by original design or approved
modification), (ii) equipped with a working and properly maintained fire extinguisher, and
(ii1) in good, safe running order. Pusher vehicles are not permitted to be used.

All “running” POV’s must have the battery cables disconnected, and the cable ends isolated
and protected by wrapping the end of the cable with electrical tape, or suitable non-
conductive means.

. Each POV must have keys disconnected from the ignition immediately following being

loaded onto a vessel at Port Authority port facilities. The key should be visibly evident by
hanging it from the rear-view mirror or equivalent method.

The temperature of all internal combustion engines must be monitored during loading and
in final stow position
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Vessel Readiness:

10.

1.

12.

13.
14.

15.

Each vessel receiving POVs must have firefighting equipment available on each deck
during active cargo operations.

The International Shore Connections must be installed and all fire pumps pressurized and
charged.

Prior to the beginning of cargo operations, the vessel will test the operation of all watertight
doors, dampers, and the ventilation system.

Confirm that all emergency escape routes are clearly marked and accessible.

The Ocean Carrier will submit an electronic copy in PDF format of the Fire Control Plan
to the Port Authority. The Fire Control Plan shall be submitted no less than ninety-six
hours (96) hours prior to arrival at the berth. Cargo operations shall not be permitted to
commence until the Fire Control Plan is submitted.

The Ocean Carrier will ensure that the vessel’s Master deploys sufficient personnel to
monitor the cargo loading operation, conduct roving patrols and monitor the securing of
each POV.

Insurance Requirements:

16.

Each entity engaged in POV operations, including, but not limited to the Ocean Carrier,
tenants, and companies supplying stevedores, lashers, and mechanics, shall name “The Port
Authority of New York and New Jersey” as an additional insured, with a waiver or
subrogation and shall be primary, on any applicable insurance policy providing coverage
for potential damages and/or claims arising out of POV loading operations. Each entity
shall submit proof of insurance to the Port Authority no less than three (3) business days
prior to engaging in loading operations at Port Authority port facilities.




