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A ACCIDENT  

Location: Norristown, PA 
Date: May 11, 2025 
Time: 9:45 a.m. local time 

  
Train: Light Rail Vehicle (LRV) Train 153  
Railroad: Southeastern Pennsylvania Transportation Authority (SEPTA) 
Fatalities: 0 
Serious Injuries: 2  
Total Injuries: 9 

B ACCIDENT SUMMARY GROUP 

IIC Adolfo Rodrigues 
 NTSB - RPH 
 Washington, DC 
 

Party Coordinator Brad Okoniewski 
 Southeastern Pennsylvania Transportation Authority 
 Philadelphia, PA 
 

Party Coordinator Isaiah Garcia 
 Federal Transit Administration  
 Washington, DC 
 

Party Coordinator Elizabeth Bonini 
 Pennsylvania Department of Transportation 
 Harrisburg, PA 

 
Party Coordinator Bruce Cheatham 

International Association of Sheet Metal, Air, Rail and 
Transportation Workers 

 Norristown, PA 
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C SUMMARY 

On May 11, 2025, at about 9:45 a.m. local time, northbound 
Southeastern Pennsylvania Transportation Authority (SEPTA) light rail vehicle 
153 (LRV 153) operating on track 1 of the M Line collided with an end-of-track 
bumping post at the Norristown Transportation Center Station (Norristown 
Station) in Norristown, Pennsylvania.1 There were 15 passengers and 1 
operator on board the LRV at the time of the accident. Eight passengers and 
the operator were injured and taken to local hospitals for treatment; two 
passengers were seriously injured. SEPTA estimated damage to equipment to 
be about $920,000. At the time of the accident, visibility conditions were clear 
and sunny; the weather was 68°F with no precipitation. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  

 
1 (a) All times in this report are local times. (b) LRV 153 is an N-5 railcar built by ABB in the 

1990s. (c) SEPTA’s M Line was formerly known as the Norristown High Speed Line. (d) A bumping post 
is a device placed at the end of a track to prevent railcars from going beyond the designated stopping 
point. 
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