BUILDING THE FUTURE

Southeastern PennsilvanlaTransiortation Authority

The following document is a guide for personnel performing a sight inspection of the Video
Surveillance Status Indicator located at or near the Operator’s Console of all Metro Rail
vehicles.

All vehicles equipped with video surveillance systems have a Status Indicator. The illustration
below shows the Gatekeeper Video Status Indicator installed on all SEPTA Metro vehicles.

MFL-BSL-LRV-NHSL-MSHL & PCC cars

Once the vehicle is powered on from an off or storage position, the video surveillance system
will take approximately 3 to 4 minutes to cycle through system checks before it is fully
operational. After this time, a person performing the inspection will need to place the vehicle
in Run-Forward, (air charged and breaks applied) for a period of 15 to 30 seconds. This will
activate an ignition signal and cause the DVR to activate and start recording. Once the DVR
Status Indicator lights up, it will stay lit during normal vehicle operation. The Status Indicator
will remain lit for a period of 90 minutes after the vehicle is placed in either Standby-Neutral or
Storage, then timeout and turn off.

The Video Indicator shows both a Green & Orange Lit LED when in the normal state after the
initial 15 to 30 second wait period. The Amber LED shows that the DVR is powered ON and the
Green LED shows that the DVR is RECORDING. If the Status Indicator is accompanied by a RED
LED, this indicates that a Fault is present. The only normal indication for this Status Indicator is
a Green & Orange Lit LED. Any combination of Lit LEDs other than Green & Orange Lit LED, or
no LED lit at all, is a problem that needs to be reported.

System Fault Defects and any other physical damage to the video surveillance equipment
and/or cameras should be reported immediately to the Vehicle Video Services Team at

_, and_. The Video Services Team will arrange for the

system to be checked and repaired as required.
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