Truck Identification

A-Unit Truck C(A)-Unit Truck C(B)-Unit Truck B-Unit Truck

The B-Unit can be identified as the Unit that has the Pantograph mounted to it.



1) Collector Head: Carbons, horns, leaf springs, cross
tube, ground bonds, and assorted hardware.

2) Upper Struts: Welds at the transition cone, and
connection points to brace, collector head and knuckle
assemblies. Assorted hardware.

3) Upper Guide Rod: Connections to collector head
and knuckle. Assorted hardware.

4) Upper Strut Brace ‘Spider’: Connections to upper
struts and assorted hardware.

5) ‘Knuckle’: Welds connecting upper and lower
struts, upper guide and lower guide rods, bonds, and
assorted hardware.

6) Motion Damper Assembly: Connection points
berween knuckle and lower strut. Assorted hardware.

7) Lower Strut: Welds at knuckle and cross tube.
Assorted hardware.

8) Lower Guide Rod: Connections between knuckle
and base frame. Bonds, and assorted hardware.

9) Cross Tube: Connection to lower strut and base
frame assembly.

10) Base Frame: Springs, motor, connection of lower
guide rod, frame mounts, insulators, bonding jumpers,
and assorted hardware.

11) Roof: Roof mounted frame. Look for damaged or
missing parts, and possible signs of arcing between
pantograph assembly and roof. Inspect spindle drive
roof connection. Assorted hardware.

Figure 7.0-1:  Pantograph Assembly

Destructive Interface Checklist: Pantograph



Destructive Interface

Figure 4: Overhead Catenary System

Catenary Pole 265
location of damaged
pantograph without
visible signs of
damage to pole




DART
Destructive Interface Checklist
(OGS Structures)

8) Hanger Rod: Bent or missing,
relocated on the messenger or contact
wire, disengaged from either
messenger Or CONTACt wire.

9) Retainer: Missing or disengaged

1) Contact Wire: Cut, broken or r . from the contact wire.
kinks in the wire, excess sag or i ;

; ’ : I 10) Bond Jumpet: Hanging below
disengaged from supporting the contact wire, bent or dislodged

hardware. from clamps at either the messenger

or contact wire,

2) Messenger Wire: Cut, broken or
kinks in the wire, excess sag or
disengaged from supportng
hardware.

11) Bond Jumper Clamp: Bent,
broken or missing, dislodged from
cither the messenger, contact or bond
wire.

3) Steady Arm: Missing, bent or Z ~
broken rod, disengaged from i
supporting hardware. -

4) Clamp, Insulated Swivel: Broken =
insulator, damaged clamp, disengaged // J
from supporting hardware. &

5) Saddle Insulator: Loose, broken 10
or shifted from the top of structure.

6) 2” Pipe: Loose, broken or bent,
disengaged from supporting
structures.

7) Section Insulator: Insulator,
(white or grey material, center of

assembly) loose, hanging or missing,
bent or broken sleds on either side of
insulator, disengaged from supporting
hardware

12) Contact Bridge: Bent, broken,
scrape marks or bent contact wire
running with or through the bridge.
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