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1.0 Scope

This Work Instruction (WI) pertain to Rail Service Personnel responsible for performing
scheduled daily safety and functional checks of the LRV Fleet.

2.0 Purpose

To establish a daily Pre-Revenue Inspection Procedure to ensure the Fleet is service ready.

3.0 Definitions / Abbreviations

None

4.0 References

ODC Number | Manual and/or Document Description | Section | Page

ELL-1207 Running Maintenance and Servicing 23 13.1
Manual
5.0 Forms
None

6.0 Required Safety Equipment / Special Tools
Flashlight
Safety Vest
Door Sensitive Edge Tool

7.0 Procedures

A. Approach Train

1. Check all exterior lights for proper operation.

2. Inspect vehicle for exterior damage.

B. Enter Vehicle Cab and Enable Doors.

1. Key up train and take a direction
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2.

3.

Test gong and whistle.

Verify operation of all control panel lights, gauges, and switches.

Caution: Do not operate the air homn.

-+

10.

Turn on high beams, flashers, strobe, auxiliary lights and for proper
operation.

Turn off high beam, auxiliary lights, and flashers
Check interior and exterior mirrors

Verify operator seat will adjust and lock into place
Close cab windows

Check bypass panel seals.

Check ATP operation per MDC ELL- 1207 Section 23.13.1

C. Exit Cab and Walk through Train

1.

2.

3.

4.

5.

Check fire extinguisher seals
Check all doors for proper operation.

Check for proper operation of all door sensitive edges using sensitive edge
tool at the center portion of the sensitive edges one time only.

Check door emergency release seals.

Inspect vehicle for interior damage and graffiti

D. Record Mileage from B-Locker

E. Continue Walk through Train

1. Repeat section 7.0 C for opposite interior.
2. Repeat section 7.0 B for the opposite cab.
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