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AUTHORIZED ABBREVIATIONS 
ABS Automatic Block Signals
ADU Aspect Display Unit
ATP Automatic Train Protection
CBD Central Business District
CROF Central Rail Operating Facility
CSS Cab Signal System
CST Cab Signal Territory
DART Dallas Area Rapid Transit
LCC Local Control Computer
LCP Local Control Panel
LRT Light Rail Transit
LRWPP Light Rail Worker Protection Program
LRV Light Rail Vehicle
MP Milepost
MPH Miles per Hour
NWROF Northwest Rail Operating Facility
OCS Overhead Catenary System
PEC Passenger Emergency Callbox
PI Passenger Intercom
ROW Right-of-Way
SCADA Supervisory Control and Data Acquisition
SOP Standard Operating Procedure
STC Streetcar
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AUTHORIZED ABBREVIATIONS (continued) 

TCC Train Control Center
TES Traction Electrification Systems
TSS Train Stop System
TWC Train-to-Wayside Communications
VAF Vehicle Acceptance Facility
VBS Vehicle Business System
WIC Worker In Charge
WSA Ways, Structures & Amenities
YOC Yard Operation Control
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DEFINITIONS 

ACCIDENT Any occurrence involving an employee, a passenger, or 
DART equipment which results in death, injury, or property damage. 

ACCIDENT, PREVENTABLE Any occurrence involving a DART 
vehicle which results in property damage or personal injury in which the 
employee in question failed to do everything that reasonably could have 
been done to avoid the accident. 

APPROACH CIRCUITS  Track circuits located in advance of grade 
crossings that activate the crossing warning devices at a predetermined 
time prior to the arrival of trains traveling at the authorized speed. 

ASPECT The combination of color and position of a fixed signal or 
cab signal displaying a light or lights as viewed by the operator. 

ASPECT DISPLAY UNIT (ADU) The part of the CSS located in 
the operating cab that displays the cab signal indications and initiates 
various audible alarms, system faults, and operating modes. 

AUDIBLE AND VISUAL WARNING DEVICES  Warning 
devices on the LRV which are used for alert (i.e., horn, whistle, gong, 
strobe light, etc.).

AUTHORIZED PERSON  A person who has met standards and/or 
training requirements set forth by DART having jurisdiction in that area 
and the requirements set forth in this rule book. 

AUTOMATIC ANNOUNCEMENTS  When the train operator is 
logged in and a block is assigned, the VBS will make PA 
announcements, station stop announcements in addition to approaching 
station(s) and unattended package announcements. 
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AUTOMATIC TRAIN PROTECTION (ATP)  A sub-system of 
the automatic train control system that enforces train separation and 
speed control in CST.

AUTOMATIC WARNING DEVICES  Gate, flashers, and bells at a 
grade crossing which are automatically activated by the approach of a 
train. 

AUXILIARY LIGHTS  High-intensity lights mounted above the cab 
window of the LRV. 

BALLAST  Selected material placed onto the rail roadbed for the 
purpose of holding the track in alignment and profile. 

BERTH  The space designated for a train of given length to occupy 
when it is stopped at the station platform, in a terminal or other 
designated location. 

BERTHING, POLES  A white pole located at the station platform. 
All trains must berth with the white bar even with the operating cab side 
window which contains the shade. 

BETWEEN CAR BARRIERS - Bollards that are positioned in the 
gaps between train cars and are designed to help prevent passengers, 
especially visually impaired riders, from falling off the platform onto the 
tracks. The bollards are flexible and can be rolled over in an emergency.

BLOCK  A length of track having defined limits with its occupancy 

BLOCK, ABSOLUTE  A block in which no train is permitted to enter 
while it is occupied by another train. This block is strictly governed by 
the controller. 
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BLOCK, AUTOMATIC  Block occupancy controlled by automatic 
block signals and TSS. 

BLOCK, MANUAL  A method used by the controller to maintain 
train separation by use of Interlocking Signals, personnel, or specific 
locations such as stations. 

BLOCK, PERMISSIVE  A method whereby a train operator is 
authorized by the controller to enter a block already occupied by another 
train. 

BLOCK, TEST  A section of track having specified limits for 
conducting specific tests as authorized by the controller. 

BRAKE, FRICTION  Controlled air-blended system which applies 
stopping forces to brake discs on each axle. 

BRAKE, TRACK  An electro-magnetic brake located between the 
wheels of each truck which functions through friction contact with the 
running rail. 

BRAKING, NORMAL SERVICE  A combination of friction and 
dynamic brake, used by the train operator, to provide a controlled 
braking effort (B-MIN to B-3 braking mode on the master controller). 

BRAKING, DYNAMIC A braking mode which utilizes traction 
motors, operating as generators to provide a controlled braking effort for 
the LRV.
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BRAKING, EMERGENCY  An irretrievable braking application 
used for emergency conditions activated by the red  button 
on the  console utilizing Dynamic, Friction, and Track Brake 
plus automatic application of sand. PLEASE NOTE: The Slip/Slide 
system is cutout as part of the emergency system. 

BRAKING, MODIFIED EMERGENCY  A forced irretrievable 
brake application, activated by TSS or ATP, utilizing full friction and 
dynamic braking, but without Track Brake or Sand Slip/Slide system is 
active. 

BRAKING, FULL SERVICE  Highest level of normal Service Brake 
utilizing Dynamic and Friction Brake (B-3 braking mode on the master 
controller). 

BRAKING, MAXIMUM  The highest level of retrievable braking 
utilizing Full Service and Track Brake, Slip/Slide and automatic 
application of sand (B-MAX braking mode on the master controller).

BRAKING, MINIMUM  The lowest level of normal service braking 
(B-MIN braking mode on the master controller). 

BULLETIN, OPERATIONS  A written instruction issued by Rail 
Operations Management which contains a permanent change to the 
Rules. 

BUMPING POST  Structure at the end tracks to prevent LVR(s) from 
leaving end of the track. 

BY-PASS  A means of overriding a specific LRV function by 
activating the appropriate by-pass switch. 

CAB  The operating compartment of an LRV/Streetcar from which 
control is achieved. 

CAB CODE  An aspect displayed in the  cab indicating the 
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maximum authorized train speed in CST. 

CAB MODE  The normal operating mode in CST. 

CAB SIGNAL SYSTEM (CSS)  The system that uses wayside 
signal equipment and vehicle equipment to enforce train separation and 
speed control. 

CAB SIGNAL TERRITORY (CST)  Mainline tracks designed with 
the CSS in operations governed by ATP. 

CALL BOX  Route selector used to align switch (es) which designate 
storage tracks. 

CATENARY  A system of overhead wires including contact wire, 
feeder wires, messenger wires and hangers which supplies power to the 
LRV via the pantograph. 

CENTRAL BUSINESS DISTRICT (CBD)  The section of track 
primarily on Pacific Street and Bryan Street between Houston Street and 
Pearl Station. 

CENTRAL RAIL OPERATING FACILITY (CROF)  LRV shop 
and facilities used for storage, dispatching, maintenance, repair, and 
inspection of the LRV fleet. 

CONSIST  The number and specific identity of LRV(s) that make up a 
train.

CONTACT WIRE  The electrical conductor which provides the 845 
Volt Direct Current (VDC) to the LRV through contact with the 
pantograph. 
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CONTROLLER  The designated employee on duty at the Train 
Control Center, who is responsible and has authority for controlling 
mainline, and other activities occurring on or about the right-of-way. 

COUPLER  A device for making a mechanical, electrical, and 
pneumatic connection when physically joined with an LRV or other rail 
equipment. 

CROSSOVER  Two connected switches which provides a route from 
one track to another. 

DEADMAN CONTROL  A device incorporated into the master 
controller which must be held in the operating position before train 
movement can occur and if released will bring the moving train to a 
stop. 

DE-ENERGIZE  To turn off overhead catenary system electrical power. 

DERAIL  A protective device designed to cause rail equipment wheels 
to leave the rails in order to prevent intrusion into an unauthorized area. 

DERAILMENT  When the wheels of a piece of rail equipment leave 
the normal profile of the rails. 

DIVERGING ROUTE  A change in train movement from one track 
to another over a track switch set in the reverse position.

DWELL TIME A minimum of 20-30 seconds from the instant a train 
berths at a station until the instant it resumes moving. 

EFFICIENCY TEST  Test designed and administered to evaluate 
employee compliance with operating rules and procedures. 
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ELECTRIC SWITCH LOCK  An electrical device which locks the 
switch in position and prevents the movement of a switch until the lock 
is electronically removed. 

 
EMERGENCY  A condition, situation, or occurrence of a serious 
nature, developing suddenly, unexpectedly, and demanding immediate 
action. 

EMPLOYEE PLATFORM  The small platforms for DART 
employees to board or alight trains at specific locations (i.e., mainline at 
Santa Fe Junction adjacent to Parnell Street). 

ENERGIZE  To turn on overhead catenary system electrical power. 

EVACUATION  The organized discharge of passengers from a train 
or other location during unusual or emergency situations. 

FLAG  A device for relaying signals indicating a condition on the 
right-of-way. A flag may be made of cloth, metal, or other suitable 
material, and may be a light during hours of darkness. 

FLAG, BLUE  A portable blue light, cone, flag, or marker placed on 
or near each end of a LRV or vehicle to protect it against being moved, 
energized, or coupled to another LRV or vehicle. 

FLAG, RED  Displayed at each end of a section of track indicating 
that the track is out of service. 

FLAGGER  An employee/contractor assigned to protect persons and 
equipment working on or near the tracks to ensure the safe passage of 
trains.

 
FLAGGING PROTECTION  Flags, lights and/or personnel used by 
work crews for protection while working on or about the track. 
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FOULING POINT  The location on a track beyond which a train will 
interfere with train movement on an adjacent track. 

GENERAL ORDERS A weekly schedule indicating times, limits and 
day of the week that specifies when maintenance and testing personnel 
will require access to the right-of-way. 
 

GRADE CROSSING  A location where a public highway, road, 
street, or private roadway, including associated sidewalks and pathways, 
crosses one or more railroad tracks at grade level. 

GREEN BAND OPERATION  An operation where traffic signals are 
timed such that a train maintaining designated speed and schedule does 
not stop at any intersection between stations. 

GUARD RAIL  A rail mounted to the inside of the running rail 
designed to keep the LRV wheels in line with the track at switches or 
curves as required. 

HANGER  A vertical fitting on the catenary system spaced at regular 
intervals which suspend the contact wire from the messenger wire. 

HAZARDOUS MATERIAL  A substance or material which poses an 
unreasonable risk to health, safety, and property. 

HEADWAY  The time interval between two trains, both traveling in 
the same direction on the same track, measured at a specific reference 
point. 

HI-RAIL EQUIPMENT  Tire mounted vehicles equipped with flanged steel 
wheels that allow the vehicle to travel on tracks and roadways. 
 

INCIDENT  An unforeseen event or occurrence which does not result in 
injury or property damage. 
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INCLEMENT WEATHER  Any unforeseen condition that causes an 
unusual disturbance in the atmosphere, such as high winds, snow, 
electrical storms (lighting), ice storms and flooding, which affect normal 
train operations. 

 
INDICATION  The information conveyed by a signal including 
wayside sign. 

INDICATOR  A signal which provides information regarding switch 
position, routing, conditions immediately ahead in line-of-sight territory 
and traffic signal green band operation. Indicators may or may not be 
equipped with trip stop protection.

INDICATOR, BLOCK  An indicator in selected sight-restricted areas 
of line-of-sight operation which provides information regarding 
conditions immediately ahead for one block only. 

INDICATOR, GREEN BAND  An indicator located in areas of green 
band operation, coordinated with the highway traffic signal system.

INDICATOR, JUNCTION An indicator at junction interlocking, not 
located in ABS or CST territories, governing the use of the interlocking 
and the block beyond. Entrance signals are protected by the TSS. 

INDICATOR, ROUTE  An indicator at interlockings within CST 
governing the use of the interlocking and the block beyond. 

INDICATOR, SWITCH POSITION  An indicator (target or 
illuminated) at manual and electric switches displaying alignment for 
straight or diverging routes. 
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INDICATOR, TERMINAL An indicator governing movement into 
and out of end of the line stations.

INTERLOCKING An arrangement of signals, switches, and control 
apparatus interconnected such that functions must succeed each other in 
a predetermined sequence, thus permitting train movements over routes 
only if non-conflicting conditions exist.

ISLAND CIRCUIT A track circuit, which spans the street portion of 
a grade crossing warning system, that assures activation for the grade 

travel.

LIGHT RAIL VEHICLE (LRV) An electrically propelled,
passenger carrying rail vehicle characterized by high acceleration, rate of 
braking, and frequent stops.

LIGHT RAIL WORKER PROTECTION PROGRAM (LRWPP) 
A program designed to give Right of Way workers instructions for right 
of way protection and ensure the safety of individuals working within 
the DART right of way and shared corridor. The rules and procedures in 
the LRWPP govern light rail workers, train operators, train control
center personnel, contractors and any other persons entering
right-of-way.

LIMITED MODE Allows LRV to operate if cab signal is lost in CST 
enforcing a maximum speed of 25 mph.
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LINE-OF-SIGHT OPERATION  Operation on sections outside of 
CST or ABS territories where train operators control their trains based 
on maintaining adequate separation from preceding trains through visual 
observation. 

LINE-OF-SIGHT TERRITORY  Area of operation not in ABS or 
CST territories. 

LOCAL CONTROL PANEL (LCP)  A control panel in signal 
houses for the operation of signals and switches within an interlocking. 

LOCAL CONTROL COMPUTER (LCC)  Located in the 
instrument house (IH) the LCC system is comprised of a 32-inch color 
Liquid Crystal Display (LCD) monitor driven by an industrial computer 
allows controls of an interlocking for maintenance and/or emergency for 
the operation of signals and switches within an interlocking. The system 
functions as an Entrance/Exit (N/X) system whereby a route is selected
via a mouse, left and right-clicks at both the entrance and exit signals. 

MAINLINE  The territory controlled by the controller consisting of all 
tracks outside of yard limits.

MANUAL MODE  A mode of operation utilized when not in CST. 

MASTER CONTROLLER  The device that allows the train 
operator to control movement of the train. 

MESSENGER WIRE The uppermost conductor in a catenary system 
from which the contact wire is suspended by means of hangers. 

MID-CAB OPERATION  A mode of operation where the lead cab is 
inoperable, and the train is controlled from a cab in the middle or rear of 
the consist. 
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NO CLEARANCE AREA  An area where no clearance exists for a 
person to stand between an LRV and a structure adjacent to the tracks. 

NORTHWEST RAIL OPERATING FACILITY (NWROF)  LRV 
shop and facilities used for storage, dispatching, maintenance, repair, 
and inspection of the LRV fleet. 

NOTICE, GENERAL  A written instruction issued by Rail 
Operations Management, which contains temporary specific instructions 
or modifications to the rules for a defined period. 

NOTICE, OPERATIONS ADVISORY  A written instruction issued 
by Rail Operations Management, which contains information intended to 
inform or enlighten personnel of upcoming events or specific 
announcements that affect rail operations. 

NOTICE, OPERATIONS PROCEDURE  A written instruction 
issued by Rail Operations Management, which contains instruction to 
the operating personnel. 

ON SCENE COORDINATOR  An individual designated by the 
controller to take charge of an incident/accident scene. The person who 
will maintain constant updates of conditions at the scene with the 
controller. 

OPERATING CLEARANCE  Written instructions regarding train 
operations containing temporary restrictions and advisories. 

OVERHEAD CONTACT SYSTEM (OCS) The system of overhead 
wires and support structures which supplies electrical power to trains. 
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OVER-SPEED INDICATION  An indication in the cab that the train 
is operating at a speed over the authorized speed limit. 

PANTOGRAPH  A roof mounted device on an LRV/Streetcar for 
collecting DC power (845 volts) from the catenary. 

PASSENGER EMERGENCY CALL (PEC)  Located on station 
platforms for patrons to communicate with local service agencies (911 
services) during emergency situations or with DART customer service 
department in non- emergency situations. 

PASSENGER INTERCOM (PI)  Passenger emergency 
communication system, located inside of the vehicle, for a passenger to 
notify an Operator in the event of an emergency. 

PENALTY STOP  A modified emergency brake application, which 
occurs when the operator fails to acknowledge an over-speed indication 
within a specified time. 

PILOT  A qualified employee who guides and instructs operators of 
equipment who are not certified to operate on DART tracks. 

POCKET TRACK Diverging track section between mainline tracks 
used for storing, re-routing, or reversing direction of trains. 

PORTAL  The point at which trains enter or leave the tunnel. 

POWER PERMIT A form to be completed prior to authorizing work 
on any energized circuit, apparatus, or control devices of the TES. 
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POWER SWITCHING LOG  A form used for recording the 
operation of breakers, apparatus numbers, the locations of the devices to 
be opened or closed and the person(s) requesting authorization for the 
work to be performed. 

QUALIFIED EMPLOYEE  An employee who is properly trained and 
certified and possesses the necessary certification for the operation of 
vehicles and equipment on the mainline or yard. 

RECEIVER COILS  Coils that receive cab signals transmitted 
through the rails from the wayside equipment. 

RELIABLE WATCH  A watch (non-smart watch) capable of 
indicating time in hours, minutes, and seconds continuously on the same 
display.

RESTRAINING RAIL  A rail mounted to the inside of the running 
rail designed to keep the wheels in line with the track around curves.

RIGHT-OF-WAY  The area within fifteen (15) feet of the centerline 
of any track on the mainline/yard. 

ROUTE  The path a train is to follow (straight or diverging). 

RUNWAY LIGHT  Provides route information ahead. Located on 
track two southbound at the West End Station. Located on both tracks at 
the Deep Ellum Station departing northbound. 

SAFETY ADVISORY  In accordance with 49 CFR 673.25 and 
673.27, a written, or verbal, direction issued by Operations Safety 
to implement temporary or permanent modifications to rules, 
conditions and operating instructions based on operational safety 
events and/or hazards. 
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SECTIONALIZE  To de-energize specific sections of overhead 
contact system for work or other purpose. 

SECTION INSULATOR  A device for dividing the overhead contact 
system into electrical sections.

SERVICE WALKWAY  A designated area on bridges and in tunnels 
where personnel are to stand/walk, and adequate clearance is provided 
from approaching train. 

SHARED CORRIDOR  A section of LRT right-of-way that includes 
active FRA railroad tracks adjacent to LRT tracks. 

SIGNAL  A method of conveying visual indication to the train 
operator concerning conditions affecting the train movement. 

SIGNAL, AUTOMATIC BLOCK (ABS)  Block signals located in 
ABS territory between interlockings governing train movement. All 
automatic block signals are protected by the TSS. 

SIGNAL, AUTOMATIC BLOCK TERRITORY  Area of operation 
governed by ABS and ABS interlockings. 

SIGNAL, CAB  An aspect displayed in the  cab indicating 
the maximum authorized train speed in CST. 

SIGNAL, FIXED  A signal at a specific location It could be used to 
indicate conditions of train movement (e.g., block signal indicator, 
wayside sign, or other devices). 

SIGNAL, HAND A signal indication used to govern train movement 
by the motion or  
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SIGNAL, INTERLOCKING  A signal governing the use of an 
interlocking and track beyond.

SIGNAL, INTERLOCKING ABS  A signal at interlockings in ABS 
territory governing the use of an interlocking and the block beyond 
These signals are protected by the TSS. 

SINGLE TRACK OPERATION  The operation (within defined 
limits) of trains in both directions on a single track on the mainline. 

SLIP/SLIDE SYSTEM  An automatic system for detecting and 
preventing excessive LRV wheel slips and slides during acceleration and 
braking. 

SLOW ZONE  An area within defined limits where rail equipment 
speed is reduced for a specific purpose. 

SPEED  The rate at which a train or vehicle is permitted to travel. 

SPEED, CAB MODE  Enforced speed in Cab Signal Territory.

SPEED, DIAL DOWN  A speed reduced via the LCC (with 
 authorization) or controller for a designated area or section 

in CST. 

SPEED, NORMAL  The maximum authorized speed, but not 
exceeding 65 mph. 

SPEED, RESTRICTED  Speed which will permit stopping 
short of another train, broken rail, stop signal, switch not 
properly aligned, inoperative grade crossing equipment, or other 
obstruction This speed is not to exceed 25 mph. 
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STARTER LIGHT  A device that conveys information to the operator 
(located departing Parker Road Station, UNT Station northbound, 
Westmoreland Station and Hampton Station southbound). 

STATION BY-PASS  Passing a station platform without stopping. 

STANDARD OPERATING PROCEDURES  Instructions governing 
the operation, performance, and procedural responsibility for the LRT 
operation. 

STATION OFFICE A facility from which all LRT yard operations 
are directed by a station supervisor. The station office is responsible for 
and has authority to control yard operations, this includes train 
movement and the coordination of all maintenance activities and 
overhead catenary power removal/ sectionalization. 

STATION, PASSENGER A place, adjacent to the track, which is 
designated for the purpose of loading and unloading passengers.

STREET RUNNING TERRITORY  Area of operation within line- 
of-sight territory governed by green band indicators. 

STROBE  A flashing white light mounted on the roof of the LRV. It is 
automatically activated when the horn, whistle, or gong are activated, 
and can be manually activated. 

STRUCTURAL COLLAPSE  A failure or imminent failure of 
structures on or adjacent to the right-of-way whose condition prevents or 
causes a hazard to normal train operations. 

SUBSTATION, TRACTION POWER  A facility used to rectify and 
distribute electricity to the LRT system. 
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SUPERVISORY CONTROL AND DATA ACQUISITION 
(SCADA)  A system that supervises, monitors and/or controls LRT 
Signals, Traction Power, Communication, Tunnel Ventilation, Tunnel 
Electrical, and Fare Collection Systems It will also sound and record 
alarms and malfunctions for each of these systems. 

SUPERVISORY OUTAGE  The OCS is reported to be de-energized 
and appropriate breakers open. However, no red tags are issued, no 
grounds are placed, or test performed to verify that the OCS is de-
energized. The outage is just an added safety precaution for 
maintenance work more than ten feet from the catenary. SWITCH  A 
device enabling LRV or rail vehicle movement from one track to 
another. 

SWEEP TRAIN  The first train out at the beginning of revenue 
service or after an event that has closed a designated area of 
tracks. The operator is to verify the area is clear of all obstructions 
in the ROW including a visual inspection of the catenary at a 
speed no greater than 1/2 of the posted speed, this speed is not to 
exceed 45 mph. Operator is to report a clean sweep to the 
controller once clear of the designated area or upon arriving the 
terminal station.

SWITCH, DUAL CONTROL  A track switch that can be thrown 
either by hand or by power. When in the power mode, it can be thrown 
from the local control panel or Train Control Center as well as by the 
Train-to- Wayside Communication (TWC) Subsystem.

SWITCH, DOUBLE SLIP  A switch located at an acute angle 
crossing with four pairs of switch points, making connection within the 
crossing providing a continuous path. 
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SWITCH, ELECTRIC DERAIL LOCK  A switch associated with 
an electronic lock derail leading into a de-energized track. 

SWITCH, MANUAL  Manually operated switch. 

SWITCH, MOVABLE POINT FROG  A frog equipped with points 
which are movable in the same manner as the points on a switch which 
forms a continuous path. 

SWITCH, POWERED  Switches located in the yard which are power 
operated and controlled by the control panel box, TWC or manually. 

SWITCH, TONGUE AND MATE  A manual switch located in the 
embedded track, thrown by the train operator utilizing a switch iron. 

SWITCH CRANK A device used to manually align a powered 
switch.

SWITCH POINTS  A movable tapered track rail, the point of which is 
designed to fit against the rail that determines the direction of travel. 

SWITCH, FACING POINT  A switch aligned such that the switch 
points face toward the approaching train movement. 

SWITCH, TRAILING POINT  A switch aligned such that the switch 
points face away from the approaching train movement. 

SWITCH, NON-TRAILABLE  A switch that must be properly 
aligned prior to making a trailing move.

SWITCH, TRAILABLE  A switch over which a trailing move can be 
made regardless of switch point position. 
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SWITCH POSITION, NORMAL  The switch position aligned to 
allow straight movement over a track switch. 

SWITCH POSITION, REVERSE  The switch position aligned to 
allow diverging train movement over a track switch. 

TAIL TRACK  Designated track(s) or siding(s) at specific locations 
used for train or equipment storage. 

TERMINAL STATION  Stations located at the end of the line. 

TEST LIMITS Beginning and end of a test section within defined 
limits. 

TEST ZONE  A section(s) of right-of-way under testing prior to 
release for revenue service. 

TRACTION POWER SYSTEM  The electrical power distribution 
system which provides 845 volts DC to the overhead catenary system. 

TRACK ALLOCATION  A weekly meeting conducted by TCC, at a 
specific time and location, that must be attended to request access to the 
right-of- way by maintenance, test personnel, and contractors one week 
in advance. 

TRAFFIC  Movement of trains over a mainline track There are two 
types of traffic: normal and reverse.

TRAFFIC, NORMAL  Movement of trains over a mainline track in 
the direction prescribed by the rules for that track. 

TRAFFIC, REVERSE  Movement of trains over a mainline track in 
the direction opposite to that prescribed by the rules for that track. 
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TRAIN  A consist of one or more LRVs coupled as an operating unit 
displaying headlights to the front and taillights to the rear. 

TRAIN, RESCUE A train used to retrieve a disabled train or 
passengers from a disabled train. 

TRAIN, SCHEDULED  A train designated by timetable to carry 
passengers. 

TRAIN, TEST  A train used to troubleshoot or verify LRV, or 
wayside systems A test train is not designated by a timetable and will 
not carry passengers unless directed by the controller. 

TRAIN, UNSCHEDULED  A train not designated by a timetable 
Unscheduled train may carry passengers as directed by the controller. 

TRAIN, WORK  A rail maintenance vehicle used to 
assist on-track maintenance or for other purposes. 

TRAIN CONTROL CENTER (TCC)  A facility from which all LRT 
mainline operations are directed by a controller. The train control center 
is responsible for and has authority to control LRV/Streetcar mainline 
operations. This includes train movement, coordination of all 
maintenance activities, and control over the TES/OCS systems.

TRAIN LENGTH  The overall length of a train in dimensions of 
distance or number of LRVs. 

TRAINLINE  Electrical and pneumatic control circuits which run the 
full length of the train so that operational commands are transmitted to 

train from the operating cab. 

TRAIN OPERATOR  The qualified employee having direct control 
and responsibility for the safe movement of a train. 
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TRAIN STOP SYSTEM (TSS)  An electro-magnetic device that stops a 
train in the event of an unauthorized red signal overrun to ensure observance 
of governing signal indication. 

TRAIN-TO-WAYSIDE COMMUNICATIONS (TWC)  A system 
providing electronically coded information between train and wayside 
equipment for the purpose of establishing proper routing, signal upgrade 
(traffic signal clearance offset) and activation of crossing gates. 

TRUCK  The undercar frame containing the wheels, axles, motors, and 
associated braking components of the LRV. 

TURNOUT  A track arrangement of a switch and frog with guard rails 
by means of which trains may be diverted from one track to another. 

VEHICLE BUSINESS SYSTEM (VBS)  A system that provides 
announcement and location systems for the LRV. 

WAYS, STRUCTURES & AMENITIES (WSA)  A facility located 
at Central Rail and Northwest Rail Operations Divisions for bus and rail 
facilities maintenance.

WAYSIDE SIGNS  A fixed sign along the right-of-way conveying 
operational information to the train operator. 

WAYSIDE TELEPHONES  Telephones located at various locations 
on the LRT system with a direct link to TCC and the ability to connect 
to the DART PBX (Private Branch Exchange) telephone system.

WORKER IN CHARGE (WIC)  Personnel properly trained in the 8- 
hour LRWPP Course and is designated to be in-charge of a work crew or 
work zone.
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WORK ZONE  An area with defined limits where work crews are 
located along the right-of-way performing specific work detail Train 
speed may be reduced according to work being performed. 

YARD LEAD  A track segment connecting the yard or yard tracks 
with the mainline. 

YARD LIMITS  A point designated by yard limit signs which 
separates the mainline from the yard when exiting at the CROF and 
NWROF facilities. 

YARD OPERATION CONTROL (YOC)  A facility from which all 
LRT yard operations are directed by a station supervisor. The yard 
operation control center is responsible for and has authority to control 
yard operations. This includes train movement, coordination of all 
maintenance activities, and control over the TES systems. 

YARD TRACKS All tracks within yard limits used for LRV storage, 
repair, or other purposes as prescribed by the rules. 
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LOSS OR REMOVAL OF TRACTION POWER 
4013 TRAINMOVEMENT(OCSDE-ENERGIZED) Trains shall not be 

routed into track section(s) where traction power has been
de-energized. 

4014 TRACTION POWER LOSS In the event of traction power 
loss, the train operators will be governed by the 
instructions of the controller.

 

TRAIN OPERATION 
4015 AUTHORIZED OPERATION Employees must not use or 

operate any DART LRVs or other equipment without
authorization by the controller. 

4016 TAMPERING WITH SAFETY DEVICES Employees must not alter or 
render inoperative any safety devices unless specifically authorized 
by the controller. 

4017 SEALS Seals on switches sand breakers must not be broken without 
authorization by the controller. 

4018 CERTIFICATION Employees operating equipment on the LRT system 
must be in possession of a valid certificate of qualification for the 
type of equipment being operated. 

a Trains may be operated by student operators who are 
under the supervision and in the presence of a qualified 
instructor or certified operator. 

b All qualified employees must be in possession of a valid LRWPP 
certification while performing duties on or about the track. 

c All qualified employees must operate an LRV at 
least one round trip on the mainline monthly and 
submit proper documentation without fail. 
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4019 SUNGLASSES Employees must not wear sunglasses during 
the hours of darkness, in the tunnel, or in circumstances 
where visibility is reduced.

 

TRAIN OPERATOR RESPONSIBILITY 
4020 TRAIN OPERATOR RESPONSIBILITY The train operator assigned to the 

movement of track equipment or train has full responsibility for its 
safe operation. 

4021 OPERATING CLEARANCE Train operators must have an up-to-date 
operating clearance in their possession when operating on the 
mainline or in the yard Operators being relieved should inform 
their relief operators of any restrictions. 

a. All-operating restrictions must be recorded on the
operating clearance in the operating cab. 

b. All relief operators must check the operating 
clearance for restrictions prior to moving the train 
and obtain an update from the operator they are 
relieving. 

4022 RECORDING REGULATIONS Any advisories and/or restrictions given 
by  operating clearance 
legibly, which will provide adequate instructions to relieving 
train operators. 

4023 EQUIPMENT Train operators must have all required 
equipment on their person when on duty, including an 
adequate supply of required forms. 
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4080 FOULING NOTIFICATION If necessary to leave an LRV beyond 
fouling marks, red flag protection must be provided, and the 
controller notified as to the LRV number and track location.

BLUE FLAG NOTIFICATION 
4081 BLUE FLAGPROTECTION Any person working on top of, under, 

or between rail vehicles or equipment, must first establish 
blue flag protection Blue flag protection must be authorized 
by the controller in the yard, TCC on the mainline, and by a 
fleet maintenance supervisor in the shop area Blue flag 
protection is required when the safety of personnel or 
equipment may be threatened by other rail vehicles 
operating close to or coupling to the equipment being 
serviced Train is not safe to operate. 

MAINLINE 
4082 MAINLINE AUTHORITY The controller has full authority over 

the movement of all equipment on all tracks on the 
mainline. 

4083 WORKING KNOWLEDGE All personnel must be knowledgeable 
of these rules and procedures as well as emergency rules and 
procedures Controllers must-have working knowledge of all LRT 
systems and facilities. 

4084 MAINLINE TRACK IDENTIFICATION as follows: 

a Track 1 - Northbound track

b Track 2 - Southbound track 

c Yard Lead 1 - (non-revenue track between yard limits and 
mainline Line tracks; connecting to track 1) 

d Lead 1 (at NWROF identified as L-1 Northbound connecting 
to mainline track 1) 

e Yard Lead 2 non-revenue track between Yard Limits and 
Mainline tracks) connecting to track 2 
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TRAIN STOP SYSTEM (TSS) 
4085 TRAIN STOP SYSTEM (TSS) Must be active for all movements in 

ABS signalized territory, except when authorized by the controller 
Train operators must receive authorization from the controller 
prior to utilizing the TSS reset button, Key-by, TSS Circuit 
Breaker or Bypass Seals. 

a Trains shall not be operated on the mainline with a 
defective TSS. 

SWEEP TRAIN 
4086 FIRSTTRAIN A complete sweep of the mainline tracks will 

be made each morning and after a major disruption affecting 
normal train movement by the first train over any section of track 
in order to ensure that the track area is clear of foreign objects 
and other obvious defects.

SPEED 
4087 OPERATING SPEED Employees must operate train in accordance 

with designated speeds Maximum speed on a mainline track must 
not exceed that prescribed by the rule book, special instructions, 
cab signals, posted wayside signs, and applicable operations notices, 
and operations bulletins. 

4088 SWEEP TRAIN SPEED - Sweep trains shall operate at a speed 
10 mph less than the posted speed, except in the CBD. Sweep 
Trains moving through the CBD should adhere to posted speed of 
20 mph. Upon completion of the sweep, Train Operators will 
report track conditions to TCC.

 
4088 POOR VISIBILITY Within the speed prescribed by the rules, 

employees must operate the train according to conditions such as 
fog, inclement weather, or track conditions. 

4089 SPEEDDIVERGING Speed of any diverging movement 
through mainline switches must not exceed that prescribed by the rule 
book, posted diverging wayside signs.
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a. DIVERGING SPEEDS 
Diverging speed for switches is 20 mph except for the following diverging 

switches will have divergent speed signs: 
 

Monroe Crossover- between Illinois and Morrell Station (It is manual, not 
manual spring)

  Interlocking 
Santa-Fe Interlocking (all switches), Trinity Crossover, St. Paul Crossover
Bird Interlocking (all switches), Southeast Junction, and Yard Switches 

4090 TEMPORARY SPEED RESTRICTIONS If conditions require that 
train speed be reduced, employee shall notify the controller of the 
reduced speed limit and the portion of track affected, the controller 
must notify each train operator of the location of the temporary 
speed limit area and the allowable speed. 

a. Train operators must comply with all temporary speed 
restrictions and temporary speed signs No part of the train may 
exceed the authorized speed through a restricted area. 

b. To protect the area in which speed must be reduced, a slow zone 
shall be implemented. 

c. A dial down speed may be utilized for the affected area by 
authorization of the controller Dial down speeds (where 
applicable) in affected area(s) must be conveyed to each train 
operator by the controller. 

LOCAL CONTROL PANELS 
4091 AUTO/TWC MODE Local control panels shall be key locked to 

the Auto/TWC mode unless authorized by the controller. 

4092 LOCAL CONTROL PANEL AUTHORIZATION Local control panels shall 
not be taken out of Auto / TWC mode or operated without specific 
authorization from the controller. 

4093 BLOCKING DEVICES APPLICATION A control with a blocking 
device must not be operated nor the blocking device removed 
until it is safe to do so and authorized by the controller.
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TEMPORARY SPEED LIMIT
4111 TEMPORARY SPEED LIMIT NOTIFICATION If conditions require that 

train speed be reduced, employees shall notify the controller of 
the reduced speed limit, the reason, and the exact location of the 
affected track. 

4112 SLOWORDERS To protect the area in which speeds must be 
reduced, will be implemented.

a. Flagging procedure must be implemented if required. The 
controller must notify each train operator of the location of 
the temporary speed limit area and the allowable speed. 

4113 REMOVING TEMPORARY SPEED RESTRICTION Only the person 
requesting the temporary speed restriction or designee may 
authorize its removal. 

LINE-OF-SIGHT OPERATION 
4114 LINE-OF-SIGHT TERRITORY Incorporates mainline tracks not 

protected by ABS/CST Line-of-sight territory incorporates the 
following: 

- West Oak Cliff Branch - Zoo Station to Westmoreland Station 

- South Oak Cliff Branch - Morrell Station to Ledbetter Station 

- Central Business District - Houston Street to Pearl Station 

- Rowlett - Signal G1813 to Rowlett Station 

4115 LINE-OF-SIGHT SPEED Trains must operate at a speed which will 
enable the train operator to stop short of any obstruction All 
special instructions or posted speed zones must be complied with 
Speed shall be reduced when adverse operating conditions exist, 
(i.e.) poor weather. 

 




