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MD11 – Pylon 
Bearing Migration 
Inspection
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MD11 Pylon Bearing Migration Inspection

• UPS has accomplished 26 aircraft inspections (52 pylons) for migration of the aft bulkhead spherical 
bearing.

o 13 GE powered aircraft completed

▪ 3 aircraft (3 pylons) with findings

o 13 PW powered aircraft completed

▪ 0 aircraft with findings

• Notes on findings

o All bearing outer race migrations are common to GE powered aircraft.

o All bearings are assumed to P/N S00399-1.



Bearing Migration Findings Findings 
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• N250UP No. 3 (SAT Major Mx / ST Engineering)

o 16745 TAC

o 67503.18 TAT

o Last DVI: July 30, 2022 (14702 TAC, 63448.12 TAT)

• N255UP No. 1 (ONT)

o 22042 TAC

o 94479.24 TAT

o Last DVI: Jan 11, 2025 (21525 TAC, 93449.54 TAT)

• N257UP No. 1 (ORD)

o 19586 TAC

o 84232.30 TAT

o Last DVI: June 1, 2022 (17321 TAC, 79773.26 TAT)
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N250UP No. 3 Engine Aft Pylon Lug
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N255UP No. 1 Engine Aft Pylon Lug

0.25” Migration

0.093” Migration

No. 1 FWD No. 1 AFT
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N257UP No. 1 Engine Aft Pylon Lug

No. 1 FWD No. 1 AFT

0.067” Migration
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