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N259UP Timeline w/ Boeing Document

MD-11-SL-54-104

Released
Manufactured 2May08
21May1991 .
ALI NDT inspection ﬁ‘ﬁ;ﬂ;gt
UPS MD-11 AMM 54-51-06 escalation approved
TCDS Purchased April 2006 Ju_l 2008 revis_ion_— 17Nov15 C2 MX Visit
A d Received 29June06 Uy e . 23Sep23
PRV inspection for bearing MPD GVI/DVI of
8Nov90 0

outer race migration T the aft bulkhead Lubrication of aft

i Released last done btf|ak:tﬁzaoor|]|eug
e 1Feb11 280ct21

7May07 180ct25

D

TAT: 58,624
TAC:10,602

TAT: 87,733.55

TAT: 90,222.5 TAT: 92, 928.73
TAC:18,447 :

TAC: 21,015

TAT: 92,992.85
TAC: 21,043

SL Revision A: Added information for new bearing design

MPD GVI/DTI: OEM GVI 60mo/60mo and DTI 90mo/60mo, UPS both at 72mo
Lubrication: OEM 18mo interval, UPS 24mo interval

ALINDT: Due 29.2K cycles with AMOC approval, was 19.9K cycles

LOV changed from 60K TAT and 20K TAC to 150K TAT, 40K TAC
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