L ,.24-2010 TACH 3278.0 TTE 3308.5 SMOH 828.7 G300 5

R PoR MFG GHECKLIST, COMPRESSION CHECK #1.75, #3.75 #3575, #4750 DN o 4

BERSET £l TER AND INSTALL & SAFETY NEW FILTER. CLEAN, GAP & ROTATE Spa:
BE | CHECK MAGNETO TO ENGINE TIMING. LUBE ENGINE CONTROLS.WV%WSS%
#38  AND INDUCTION ON CYLINDER #2 AND REMOVE CYLINDER, REPLACE PISTON RINGS
- AND REINSTALL CYLINDER USING NEW GASKETS AND SEALS, TORQUE AND SECURE
- ATTACH HARDWARE PER LYCOMING SERVICE INFORMATION. REMOVE PLACE
*( PROPELLER GOVENOR BASE WITH NEW, REPLACE ALL CYLINDER OIL RETURN
LINE HOSES WITH NEW AND INSTALL NEW CLAMPS WASH DOWN & RUN-UP ENGINE.
' INSPECT FOR LEAKS. REINSTALL COWLING. | CERTIFY THIS ENGINE HAS BEEN
INSPECTED IN ACCORDANCE WITH A 100HR/ANNUAL INSPECTION AND WAS
* DETERMINED TO BE IN AIRWORTHY CONDITION. JOHN A. RING A

SERVICE ENGINE WITH 7 QUARTS AEROSHELL 15WS0 OIL. REMOVE ANDINSPECT OIL 18,




