
FUEL QUANTITIES (U.S. Gal.) 
Standard fuel 168 

FUEL MANAGEMENT- MAXIMUM FUE( 
DIFFERENCE BETWEEN EACH TANK 
Do not take off with less than 10 gallons in each tank. There is no 
interconnection between the wing tanks. Allow no more than 10 
gallons differential between the left and right tank for safe 
operation. 

WARNING 
Limit excessive angles of attack (pitch up) during go 
around with less than 10 gallons in either tank .. 

SEATING 
The aircraft accommodates 4 adult occupants. Fully functional 
controls allow the aircraft to be flown from either front seat. 

WINTER OPERATIONS 
Winter Operations are acceptable with proper oil grades for the 
operating temperatures. Engine pre-heating is recommended 
when the ambient temperature is below freezing. 

WARNING 
Takeoff is prohibited when there is any evidence of 
frost/ice or snow on the wings, horizontal tail, or flight 
controls. 

LANDING GEAR 
Nose gear rotation is limited to 50° either side of center 

CAUTION 
A void pivoting on one main gear while taxiing to avoid 
undue stress. Attempt to limit inboard main gear turn 
radius to 25 feet to minimize tire wear and stress on the 
main landing gear links. 
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This aircraft is FAA Approved in the EXPERIMENTAL Category 
based on FAR 23. This document may be carried in_the a ircraft. 

Owners are encouraged to evaluate their own check] ists and ·owner 
developed manual data for ·completenes.s .based on ,this handbook. 

This Handbook meets GAMA Specification No. 1, Specification 
For Pilot's Operating Handbook, issued February 15, 1975 and 
revised October 18, 1996. 
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