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Aviation Investigation Preliminary Report

Location: Wheeling, IL Accident Number: CEN25LA365

Date & Time: September 3, 2025, 12:11 Local Registration: N1927G

Aircraft:
ISRAEL AEROSPACE 
INDUSTRIESLTD GULFSTREAM 
G150

Injuries: 2 None

Flight Conducted Under: Part 91: General aviation - Positioning

On September 3, 2025, at 1211 central daylight time, an Israel Aerospace Industries Ltd. 
Gulfstream G150, N1927G, was substantially damaged when it was involved in an accident at 
Chicago Executive Airport (PWK), Wheeling, Illinois. The pilot and copilot were not injured. The 
flight was operated as a Title 14 Code of Federal Regulations (CFR) Part 91 positioning flight. 

The pilots reported that on the morning of the accident, they completed a 14 CFR Part 135 
charter flight from PWK to Baltimore/Washington International Airport, Baltimore, Maryland, 
where they dropped off their passengers. For the return flight to PWK, the pilot monitoring 
(PM), who was also a company check airman, was in the right seat. The copilot was the pilot 
flying (PF) in the left seat, and this was to be his first landing in the G150. Air traffic control 
cleared the flight for the RNAV (GPS) ruwnay 30 circle to land runway 34 approach, and 
reported the runway was 100% wet with a runway condition code of 5-5-5. Due to the gusting 
crosswind, the pilots added 10 knots to referenced landing speed (Vref), and the PM stated that 
they used 128 knots as their landing speed. The PF stated that during the final approach the 
airspeed was a little fast. He added that he landed a little long in the touchdown zone then 
applied the brakes and deployed the thrust reversers. He felt an initial deceleration, then the 
airplane stopped decelerating, but he kept pressing the brakes and was pulling really hard on 
the thrust reverser handles. 

The PM stated that as the airplane crossed the runway threshold, the airspeed was a little fast 
and the PF flared a little high. He added that during the landing roll, the PF deployed the thrust 
reversers and applied the brakes. The airplane initially decelerated for a few seconds, but then 
stopped decelerating. The PM confirmed that the brake pedals were depressed to the floor. 
The airplane continued into the left side of the engineered materials arresting system (EMAS) 
at the end of the ruwnay, then through the airport perimeter fence, where it came to rest next to 
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a road. The pilots confirmed that they did not apply the emergency brake lever, they did not 
turn the anti-skid Off, and after coming to rest they did not manipulate the air brakes switch. 

A review of the FAA ADS-B data and airport surveillance videos revealed that about 2,100 ft 
down the runway, the airplane porpoised, then landed about 2,800 ft down the runway. From 
the touchdown point, there was about 2,200 ft of runway remaining. As the airplane continued 
down the runway, the video showed the thrust reversers deployed, and the air brakes were 
stowed. 

The responding FAA inspector confirmed that the nose landing gear collapsed, and the 
airplane sustained substantial damage to the forward fuselage. The ground air brakes switch 
was found in the OFF position. The cockpit voice recorder (CVR) and flight data recorder (FDR) 
were removed from the airplane and sent to the NTSB Vehicle Recorder Laboratory for 
download. 

A preliminary review of the CVR and FDR data revealed that the pilot received the PWK weather 
about 30 mins before landing and at that time they did not discuss landing speeds, landing 
zone, or touchdown points. They stated that Vref would be 119 knots and there was no 
discussion about adding 10 knots for the gusting wind. About 1,000 ft above ground level the 
PF asked for gear down and the before landing checklist to be completed. The PM told the PF 
that they needed to slow down for the gear extension, but there was no before landing 
checklist completed after that. There was no discussion about the air brakes and the FDR data 
confirmed that the air brakes were not deployed. 

A preliminary landing performance calculation was completed based on the accident 
conditions and airplane’s weight. The wet runway condition minimum landing distance was 
determined to be 3,600 ft, and the dry condition minimum landing distance was determined to 
be 2,539 ft. The Vref for the accident conditions should have been 129 knots, with a 10 knot 
factor for gusting wind (Vref 119 knots + 10).

The airplane has been retained for further examination. 

Aircraft and Owner/Operator Information 

Aircraft Make: ISRAEL AEROSPACE 
INDUSTRIESLTD

Registration: N1927G

Model/Series: GULFSTREAM G150 Aircraft Category: Airplane

Amateur Built:

Operator: ARTHUR J GALLAGHER 
(ILLINOIS) LLC

Operating Certificate(s) 
Held:

On-demand air taxi (135)

Operator Designator Code:
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Meteorological Information and Flight Plan

Conditions at Accident Site: VMC Condition of Light: Day

Observation Facility, Elevation: KPWK,646 ft msl Observation Time: 11:52 Local

Distance from Accident Site: 0 Nautical Miles Temperature/Dew Point: 21°C /17°C

Lowest Cloud Condition: Wind Speed/Gusts, Direction: 9 knots /  None, 250°

Lowest Ceiling: Overcast / 10000 ft AGL Visibility: 10 miles

Altimeter Setting: 29.79 inches Hg Type of Flight Plan Filed: IFR

Departure Point: Baltimore, MD (BWI) Destination: Wheeling, IL 

Wreckage and Impact Information 

Crew Injuries: 2 None Aircraft Damage: Substantial

Passenger Injuries: N/A Aircraft Fire: None

Ground Injuries: N/A Aircraft Explosion: None

Total Injuries: 2 None Latitude, Longitude: 42.124634,-87.908417 

Administrative Information

Investigator In Charge (IIC): Lindberg, Joshua

Additional Participating Persons: Megan Zahos; FAA; Chicago, IL
Keith Candline; Gulfstream Aerospace; Savannah, GA
Dana Metz; Honeywell Aerospace Technologies; Phoenix, AZ
Marvin Stein; Priester Aviation; Wheeling, IL
Elad Aron; Aircraft Safety Investigation Authority of Israel (AIAI); OF

Investigation Class: Class 3

Note: The NTSB did not travel to the scene of this accident.

https://www.ntsb.gov/about/organization/AS/Pages/aviation-classification.aspx

